
Compact power for essential Needs

The VacQPack VQPro 1.5 provides a straightforward solution for 

applying MAP in less demanding situations. This compact unit, 

without a protective frame and hose arm, is equipped with a lighter 

pump. 

It operates without requiring heavy-duty power. It is easy to handle 

and transport, making it ideal for businesses seeking simplicity and 

flexibility. The VQPro 1.5 o�ers reliable performance, minimizes 

waste, and provides an a�ordable way to access the benefits of 

VacQPack technology: longer shelf life, enhanced quality, and an 

e�icient supply chain.

VACQPACK VQPRO 2.0

Peak performance for demanding applications

The VacQPack VQPro 2.0 is tailored for businesses demanding 

top-tier performance and quality control. Built with a sturdy 

stainless-steel frame around the components and an ergonomical 

hose holder, it ensures mobility and ease of use. The advanced 

processor enables precise adjustments to parameters such as 

vacuum depth and pressure.

With options for remote monitoring and automated operation, it’s 

perfect for critical supply chains prioritizing quality, food safety, and 

cost savings. The combination of vacuum and inert gas extends 

shelf life and reduces the need for traditional fumigation methods. 

VACQPACK VQPRO 1.5



HMI 9,7” Touch 9,7” Touch 9,7” Touch

Program storage Yes Yes Yes

Remote Service 

Connection

Yes, RJ45 connection outside of 

the control cabinet

Yes, RJ45 connection inside of 

the control cabinet

Yes, RJ45 connection outside of 

the control cabinet

So�ware

VQPro 2.0 USA VQPro 2.0 EU VQPro1.5

Hygienic Design Hygienic Design StandardControl Cabinet

IP-klasse Type 12 / IP54 Type IP54 Type IP54

Electrical power

Gas supply connection

208VAC 50-60Hz 20A 5kA 400VAC 50Hz C16A 6kA 230VAC 50Hz C16A 6kA

8 mm 5 meter hose 8 mm 5 meter hose 8 mm 5 meter hose

Nominal current 13,3 A 8,3 A 10,0 A

Power cord 208V CEE – 10m power cord 230V EURO – 10m fixed 

power cord

400V CEE – 10m power cord

VQPro 2.0 USA VQPro 2.0 EU VQPro1.5

Sealer socket None Yes, max. 500W None

Standard CE / prepared according UL/CSA CECE

Electrical

100 m3/h

3,0 kW 

3~ motor

100 m3/h

3,0 kW 

3~ motor

63 m3/h

1,5 kW 

3~ motor 1 2

Vacuum pump capacity

Main dimensions 270 x 110 x 291 cm 270 x 110 x 291 cm 80 x 88 x 109 cm 

Maintenance pump Yes Yes Yes

Gas supply connection 8 mm 5 meter hose 8 mm 5 meter hose 8mm 5 meter hose

Weight 210 kg 210 kg 146 kg

Vacuum hose holder

Yes, demontable, rotable en

adjustable in heigth:

Min. 160 cm - Max. 230 cm

None

Yes, demontable, rotable en

adjustable in heigth:

Min. 160 cm - Max. 230 cm

VQPro 2.0 USA VQPro 2.0 EU VQPro1.5

Mechanical


